
 Nutraukta

Circuit breaker, VigiComPact
NSX100B, 25kA/415VAC, TM-D trip
unit 16A, add-on Vigi MH module,
4P 3d
LV429707

 Pranešimo apie gaminio gamybos nutraukimą data 2020-09-08

Pagrindinis
Range ComPact

Product Name ComPact NSX

Gaminio Asortimentas ComPact NSX100...250

Trumpasis Įrenginio Pavadinimas VigiCompact NSX100B

Produkto Arba Komponento Tipas Circuit breaker with Vigi add-on

Įrenginio Taikymas Distribution

Number Of Poles 4P

Protected Poles Description 3t

Neutral Position Left

[In] Rated Current cos phi = 16 A(40 °C

[Ue] Rated Operational Voltage 440 V AC 50/60 Hz

Tinklo Tipas AC

Network Frequency 50/60 Hz

Suitability For Isolation Yes EN/IEC 60947-2

Utilisation Category Category A

[Icu] Rated Ultimate Short-Circuit
Breaking Capacity

15 kA Icu 500 V AC 50/60 Hz IEC 60947-2
20 kA Icu 440 V AC 50/60 Hz IEC 60947-2
25 kA Icu 380/415 V AC 50/60 Hz IEC 60947-2
40 kA Icu 220/240 V AC 50/60 Hz IEC 60947-2

Performance Level B 25 kA 415 V AC

Trip Unit Name TM-D

Trip Unit Technology Šiluminis-magnetinis

Trip Unit Protection Functions LI

Valdymo Tipas Toggle

Circuit Breaker Mounting Mode Fixed

Papildoma
[Ui] Rated Insulation Voltage 800 V AC 50/60 Hz

[Uimp] Rated Impulse Withstand
Voltage

8 kV

[Ics] Rated Service Short-Circuit
Breaking Capacity

20 kA 440 V AC 50/60 Hz IEC 60947-2
25 kA 380/415 V AC 50/60 Hz IEC 60947-2
40 kA 220/240 V AC 50/60 Hz IEC 60947-2
7,5 kA 500 V AC 50/60 Hz IEC 60947-2
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Mechanical Durability 50000 ciklai

Electrical Durability 10000 ciklai 690 V In
20000 ciklai 690 V In/2
30000 ciklai 440 V In
50000 ciklai 440 V In/2

Montavimo Atrama Backplate

Upside Connection Front

Downside Connection Front

Connection Pitch 35 mm

Protection Type L : for overload protection (thermal)
I : for short-circuit protection (magnetic)

Trip Unit Rating 16 A 40 °C

Long-Time Pick-Up Adjustment
Type Ir (Thermal Protection)

Adjustable

[Ir] Long-Time Protection Pick-Up
Adjustment Range

0.7...1 x In

Long-Time Protection Delay
Adjustment Type Tr

Fixed

[Tr] Long-Time Protection Delay
Adjustment Range

120…400 s 1.5 x In
15 s 6 x Ir

Short-Time Protection Pick-Up
Adjustment Type Isd

Fixed

[Isd] Short-Time Protection Pick-
Up Adjustment Range

190 A

Short-Time Protection Delay
Adjustment Type Tsd

Fixed

Earth-Leakage Protection With

Earth-Leakage Add-On Module
Name

MH

Earth-Leakage Protection Class A klasė

Earth-Leakage Protection
Sensitity Adjustment Type Iδn

Adjustable 5 settings

[Iδn] Earth-Leakage Protection
Sensitivity Adjustment Range

0,03…10 A

Earth-Leakage Protection Time
Delay Adjustement Type Δt

Adjustable 4 settings

Neutral Protection Settings No protection 3t)

Number Of Slots For Electrical
Auxiliaries

6

Width (W) 140 mm

Height (H) 236 mm

Depth (D) 86 mm

Grynasis Svoris 2,4 kg

Aplinka
Standartai EN/IEC 60947

Gaminio Sertifikatai CCC
EAC
Marine

Viršįtampio Kategorija Class II

Apsaugos Nuo Elektros Smūgio
Klasė

II klasė

Pollution Degree 3 IEC 60664-1

Ip Degree Of Protection IP40atitinkaIEC 60529
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Ik Apsaugos Laipsnis IK07 conforming to IEC 62262

Veikimo Aplinkos Oro
Temperatūra

−25…70 °C

Laikymo Aplinkos Oro
Temperatūra

−50…85 °C

Relative Humidity 0…95 %

Operating Altitude 0...2000 m without derating
2000 m...5000 m with derating

Pakavimo vienetai
Pirmos Pakuotės Vieneto Tipas PCE

Vienetų Skaičius 1 Pakuotėje 1

Sutartinė garantija
Garantija 18 months
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